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Flying Cover With 
Cover 
With 

85 (2159) 43 (1092) 21.3 (541) 8.5 (216)
AB, 

134.4 lpi
ABZ,   

3674 lpi
ABC,   

3674 lpi
ABZC,   
3674 lpi

Leads Connector Flying 
Leads None 0-5 VDC

4-20 mA

Figure 
Number

Base Pins

Signal Cond.Electrical Interface

Part 
Number

Sensor (inches (mm)) Mounting

No Base

Round-

AboutTM and 
Base

Encoder (85 (2159))Potentiometer 

4100-70 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 22
4100-71 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 5
4100-72 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 14
4100-73 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 17
4100-74 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 20
4100-75 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 20
4100-76 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 23
4100-77 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 23
4100-78 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 6
4100-79 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 15
4100-80 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 18
4100-81 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 21
4100-82 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 21
4100-83 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 24
4100-84 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 24
4100-85 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 7
4100-86 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 7 + cable
4100-87 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 16
4100-88 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 8
4100-89 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 8 + cable
4100-90 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 17
4100-91 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 9
4100-92 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 9 + cable
4100-93 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 18
4100-94 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 16
4100-95 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 17
4100-96 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 18
4100-97 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 16
4100-98 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 17
4100-99 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 18
4100-100 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 10
4100-101 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 10 + cable
4100-102 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 11
4100-103 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 11 + cable
4100-104 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 12
4100-105 ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ ♦♦♦♦ 12 + cable
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